Components:

Instruction Manual

1. Top hand grip
2. Top hand grip connector
3. C- cage kit body
4. Wooden grip part
5. Quick release plate
6. HDMI plug protector
7. Base plate
8. 2pcs 300*15mm standard rods
9. 1/4” camera locking screw
10. 1pcs Rubber-head Hex wrench
11. Key for camera locking screw
12. 2pcs M4*8 screws-for hand grip connector and cage body
3pcs M4*6 screws-for hand grip connector and hand grip
2pcs M4*10 screws for HDMI plug protector
13. HDMI adapter cable

Step 1:
Use the included Rubber-head Hex wrench and three M4*6 screws to
install the top hand grip and the top hand grip connector as shown in
the below picture, ensure the screws are tightened.

Step 2:
Use the Allen key and two M4*8 screws to attach the top hand grip to
the main body as shown in the following picture, ensure the screws are
tightened.
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Step 3:
Adjust the side frames to a suitable range of scale, which can match with
different size of DSLRs, then tighten the side frames.
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Step 4:
Fix the wooden handle at a proper position 1/2/3(see following picture)
by tightening the screws on the main body as shown in the picture.

Step 7:
Loosen the two 1/4”cup head screws on the HDMI plug protector, the gap
between the plug protector and 1/4”cup head screws will be open, then
you can fix the HDMI adapter cable to it.
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Step 5:
Turn the cage and camera upside down, put the camera into the cage,
make sure the camera locking screw point is right under the locking
point on the cage (see following picture), use the 1/4” screw to lock
the camera, you may need to use the camera locking screw key to
tighten the screw, make sure the camera is securely fastened.

Step 6:
Attach the HDMI plug protector to the main body as shown in the
following picture, use two M4*10 screws and Allen key to lock the
HDMI plug protector, make sure the screws are securely fastened.
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Tightened

Step 8:
Insert two 15mm rods into the base plate, fix the rods at a proper position
by tightening the screws on both sides of the base plate.

Step 9:
Loosen the locking screw on the base plate, put the quick release plate
onto the base plate, lock the quick release plate by tighting the locking
screw on the base plate, make sure the screw is securely fastened.

Now the basic installation is completed, it is ready for shooting. You can
add other accessories to this kit according to your requirement. You can
hold the side frame or top hand grip while shooting, or you can mount it
on a tripod. After shooting, remember to remove the camera from the cage.
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